
.

1.

A. Measure from the finished floor the height of
the door plus 1/2”.

B. Note line location and using a level draw a
horizontal line across the opening as shown.

C. Mark a vertical line 1- 11/16” over from the
strike side of the opening. This applies to
single doors only. (Note: If the door butts to
the wall then the track will butt to the wall)

2.

THIS EDGE
ON LINE

#8 X 2 ½”
FLANGE SCREW

A. Place the L-Bracket in position (above the
horizontal line and ending on the vertical line).

B. Attach the L-Bracket to the wall using #8 X 2 1/2”
Flange Screws.

3.

A. Attach the track to the L-Bracket using #10-24
X 3/8” Type F self tapping screws.

B. Insert the top rollers into track (pre-adjust both
to the mid-range).

SEE NOTE A

SEE NOTE B

4.

A. From the horizontal line in instruction #1. Measure
down the wall the height of the door minus 3/4” and
mark a line to establish the vertical location of the
lower roller assembly.

B. Position the assembly on the wall or baseboard
along the line as shown.

C. Align the edge of the angle bracket with the edge of
the wall as shown and attach the assembly using
two #8 X 3/4” FH screws.

See note A
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5.

A. Position the door over the lower rollers as
shown.

B. Engage the top rollers with the attachment
brackets as shown.

C. Adjust the door, using the adjustment bolts
on the top rollers, so that the door remains
engaged with the lower roller assembly and
operates smoothly as the door is opened
and closed.

D. Tighten the lock nuts to secure the
adjustment bolts.

SEE NOTE A SEE NOTE B

LOCK NUT

ADJUSTMENT BOLT

ATTACHMENT BRACKET

6.

A. Insert and tighten bumpers so the comes into
contact with the bumper approximately ¼” before
striking the lower roller assembly in both
directions.

BUMPER

7.

END CAP

BRACKET

SET SCREW

A. Assemble the bracket to the end cap (note the
end cap has two hole placement locations for
left or right applications).

B. Slide the assembly into the track and lock it in
place with the set screw.

8.
SEE NOTE A

A. Engage fascia into track and rotate it until it snaps into
place.

B. Installation complete.
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